










 

 
 

 



Scanner Type Flatbed Flatbed Flatbed

Scanner Element CCD 
(Charge-Coupled Device) 12-line color

CIS  
(Color Contact Image Sensor)  

CIS  
(Color Contact Image Sensor)

Light Source White LED 3-color (RGB) LED 3-color (RGB) LED

Optical Resolution*1
9600 x 9600dpi (film)
4800 x 4800dpi  
(reflective documents)

4800 x 4800dpi  
(reflective documents)

2400 x 4800dpi  
(reflective documents)

Selectable Resolution*2 25 – 19200dpi 25 – 19200dpi 25 – 19200dpi

Scanning 
Bit Depth

Grayscale
48-bit input 
(16-bit for each color)
16-bit (film scanning only) 
 or 8-bit output

16-bit input 
8-bit output

16-bit input 
8-bit output

Color

48-bit input  
(16-bit for each color)
48 or 24-bit output  
(16 or 8-bit for each color)

48-bit input 
(16-bit for each color)
48 or 24-bit output  
(16 or 8-bit for each color)

48-bit input  
(16-bit for each color)
48 or 24-bit output  
(16 or 8-bit for each color)

Preview Speed*3 Approx. 3 sec Approx. 9 sec Approx. 14 sec

Scan Speed*4 Color, A4, 300 dpi Approx. 7 sec Approx. 10 sec Approx. 16 sec

Scan Speed (film at 1200dpi)*5 Approx. 18 sec (negative) 
Approx. 10 sec (positive) NA NA

Maximum Document Size A4 / Letter: 216 x 297mm A4 / Letter: 216 x 297mm A4 / Letter: 216 x 297mm

Scanner Driver TWAIN / WIA (Windows 8 / Windows 7 / 
Windows XP / Windows Vista) NA NA

Film Type /  
No. of Frames

35mm strip 12 NA NA

35mm slide 4 NA NA

120 format film Max. 6 x 22cm (film strip only) NA NA

Effective 
Scanning   
Area / Pixels

35mm*6 
film

Area 24 x 36mm NA NA

Pixel*8 9070 x 13606 NA NA

120mm*7 
film

Area 56 x 220mm NA NA

Pixel*8 21166 x 83150 NA NA

Scanner Buttons (EZ Buttons) 7 buttons  (PDF x 4, AUTO SCAN, COPY, 
E-MAIL) 5 buttons (PDF x 2, AUTO SCAN, COPY, SEND) 4 buttons (PDF, AUTO SCAN, COPY, SEND)

Advanced Features FARE Level 3, Super Toric Lens Advanced Z-Lid, Send to Cloud,                   
Upright Scanning Advanced Z-Lid, Send to Cloud

Interface USB 2.0 Hi-Speed USB 2.0 Hi-Speed USB 2.0 Hi-Speed

Operating  
Environment

Temperature 10 to 35ºC 5 to 35ºC 5 to 35ºC

Humidity 10 to 90% RH (20 to 80% RH for film scanning), 
without condensation formation

10 to 90% RH  
(no dew condensation)

10 to 90% RH 
(no dew condensation)

Power Supply AC 100-240V, 50/60 Hz Supplied via USB port Supplied via USB port

Power 
Consumption

Maximum during  
operation Approx. 15W Approx. 2.5W Approx. 2.5W

Stand-by Approx. 0.9W Approx. 1.4W Approx. 1.5W

Environment
Regulation RoHS (EU), WEEE (EU) RoHS (EU, China), WEEE (EU) RoHS (EU, China), WEEE (EU)

Eco-Label Energy Star Energy Star Energy Star

Dimensions (WxDxH) 270 x 480 x 111mm 250 x 365 x 39mm 250 x 370 x 40mm

Weight Approx 4.6kg Approx 1.6kg Approx 1.6kg




